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Minnesota Mining (3M)

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Descriptions
Description
extra long description

Manufacturer Information
Brand
GTIN
Manufacturers Part Number
UPC

88SUPER Super 88 Vinyl Electrical Tape, 1-1/2" X 44', BK

88SUPER

Minnesota Mining (3M)

Vinyl Electrical Tape, Black, 20 LB/In Tensile Strength, 0 °F
Operating Temperature, +220 °F Operating Temperature, 44 FT
Length, 1-1/2 In Width, 8.5 Mil Thickness, 3.88 LB

0.0388 (Ibs/each)

Markers & Marking Tapes - Tape

SUPER 88 VINYL ELECTRICAL TAPE, 1-1/2" X 44', BK
3M 7000058433 Scotch® Vinyl Electri

Scotch
00054007103646
88-1.5X44FT
054007103646

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Weight Per each

Uses, Certifications, and Standards
standard

TAPE
VINYL

10
0.0388

UL Listed; 510 Standard Insulating Tape, File E129200; CSA;
Standard C22.2 No. 197- M1983 PVC Insulating Tape, File
LR48769; ASTM D 3005 Type 2; VDE 0340 TEIL 3-1; SS 404 09 75



