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D3 Series Socket
D3PA3
UPC:782114159774

Dimensions:
- Height: 2.12 IN
- Length: 1.6 IN
- Width: .97 IN

Weight:.12 LB

Warranties:

- Eaton Selling Policy 25-000, one (1) year from
the date of installation of the Product or
eighteen (18) months from the date of shipment
of the Product, whichever occurs first.

Specifications:
- Mounting: DIN rail, screw
- Nominal Voltage: 300/600V
- Number Of Pins: 11
- Quantity: 10
- Rated Operational Current: 5/15A nominal
- Series: D3 series
- Used With: D3PR3, D3PF3, and D3PR5
relays, and TRFP timers
- Wiring Connection: Screw clamping

Supporting documents:

- Eatons Volume 7-Logic Control, Operator
Interface and Connectivity Solutions

- D3PA3 2D PDF

- D3PA3 3D Model Xchange

- D3PA3 AutoCAD 2D Footprint (mm)

- D3PA3 3D Inventor

- D3PA3 AutoCAD 2D Footprint

- D3PA3 2D Drawing Xchange

- Eaton Specification Sheet - D3PA3

Certifications:


pe.eaton.com
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&Rendition=Primary&dDocName=CA08100008E
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&Rendition=Primary&dDocName=CA08100008E
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3.idw.pdf_30571
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3.stp_17637
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3(mm).DWG_41857
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3.ipt_65096
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3.dwg_26729
http://www.eaton.com/ecm/idcplg?IdcService=GET_FILE&allowInterrupt=1&RevisionSelectionMethod=LatestReleased&noSaveAs=0&Rendition=Primary&dDocName=D3PA3.dxf_851
http://pe.eaton.com/print/D3PA3

. CSA Certified
. cRUus
. UL Listed

Product compliance:
- RoHS Compliant
- CE Marked

© 2016 Eaton. All rights reserved.
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