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DM132011NBS20S DM1 Pro 3PH 230V FR2 3HP 011A CT Noemc
Eaton Corp

Catalog Number DM132011NBS20S
Manufacturer Eaton Corp
Description Eaton Powerxl DM1 Series Micro Drive, Three-Phase, 230 V, 11 A,

Internal Brake Chopper, Multi Segment LCD Display, IP20, ST0
SIL2 and Ethernet I/P, Modbus TCP Onboard

Weight per unit 6.7 (lbs/each)
Product Category Controls

Dimensions and Weight
Depth                         14
Height                        10.5
Width                         7

Descriptions
Description                   DM1 PRO 3PH 230V FR2 3HP 011A CT NOEMC
extra long description        ETN DM1-32011NB-S20S DM1 PRO 3PH 23
Features                      Eaton's PowerXL DM1 Micro drives are engineered for today’s

demanding OEM applications. With an industry leading energy
efficiency algorithm, short-circuit current rating flexibility and
robust design, the DM1 offers customers increased efficiency,
safety and reliability.

Long Description              Eaton PowerXL DM1 series micro drive, Three-phase, 230 V, 11 A,
Internal brake chopper, Multi segment LCD display, IP20, ST0 SIL2
and ethernet I/P, Modbus TCP onboard

Product Type                  DM1 Pro 3PH 230V FR2 3HP 011A CT Noemc

Manufacturer Information
Brand                         Eaton
GTIN 00786689350802
Manufacturers Part Number     DM1-32011NB-S20S
UPC 786689350802

Taxonomies, Classifications, and Categories
Category Description          DRIVES
Type                          Micro variable frequency drive

Packaging
Carton 1
Weight Per each 6.7
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Uses, Certifications, and Standards
Application                   Commercial / Institutional Buildings / Structures - Commercial /

Institutional Buildings / Structures - Other
standard                      UL Listed


