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Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
average life
Ballast Factor
Ballast Type
dimmable
input frequency
Number of Lamps
Power Factor

Dimensions and Weight
Height
Width

Descriptions
Description
extra long description
Long Description

Product Type
Special Features

Manufacturer Information

Brand
GTIN

Manufacturers Part Number

UPC

I0P2528115SCSD35

Advance By Signify

Signify Lighting, Ballast, Optanium, Efluo Dim, Min Start Temp OC,
Average Life 43800HRS, Volts 120-277V, Dimmable, Number Of
Lamps 2, Ballasts Factor 1.15PCT, Input Frequency 50/60HZ,
Programmed Start Yes, , Certifications Are Ul, Iso, FCC

0.9200 (Ibs/each)

Electronic Linear Fluorescent

43800
1.15
eFluo Dim
Dimmable
50/60

2

0.98

4.65
0.67

(2)F28T5 BAL

ADV 195610 ELE BALLAST (2) F28T5 12

Signify Lighting, Ballast, Optanium, eFluo Dim, Min Start Temp
0C, Average Life 43800HRS, Volts 120-277V, Dimmable, Number
of Lamps 2, Ballasts Factor 1.15PCT, Input Frequency 50/60HZ,
Programmed Start Yes, , Certifications are UL, ISO, FCC

Ele Ballast (2) F28T5 120-277V

Certifications are UL, I1SO, FCC

Advance
00781087057643
195610
781087057643

Taxonomies, Classifications, and Categories

Category Description

ELECTRONIC BALLAST
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Packaging
Carton 1
Package 20
Weight Per each 0.92
Uses, Certifications, and Standards
Frequency Rating 50to60

standard CSA certificate; UL certificate;CEC Listing;RoHS Compliant



