
2310 N. Stallings Dr. 
75964-0000, TX Nacogdoches
Phone: 936-569-7941
Fax: 936-560-4685

PENE4 4-Oz Joint Compound
Burndy LLC

Catalog Number PENE4
Manufacturer Burndy LLC
Description Electrical Sealing Compound, Squeeze Bottle.
Weight per unit 0.3400 (lbs/each)
Product Category Paint, Chemicals, Etc.

Features
Container Type                Squeeze Bottle
pour point                    -40 °F

Dimensions and Weight
Container Size                4 OZ

Descriptions
Description                   4-OZ JOINT COMPOUND
extra long description        BUR PENE4 PENETROX E 4OZ CONTAINER
Long Description              Electrical sealing compound, Squeeze Bottle.
Product Type                  PENETROX E
Special Features              Features: PENETROX E Consists Of A Non-Petroleum Base Vehicle

In Which Copper Granules Are Suspended, Recommended For
Copper To Copper Applications, Grounding And For Use On
Copper Conduit Threads, UL Listed, Pour Point(maximum): -10
DEG F, Dropping Point (minimum): 500 DEG F, Penetration
(unworked): 250 In Accordance To ASTM D217, Container Consist
Of: Non - Petroleum Base Vehicle In Which Copper Granules Are
Suspended

Manufacturer Information
Brand                         BURNDY
GTIN 00781810593141
Manufacturers Part Number     PENE4
UPC 781810593141

Taxonomies, Classifications, and Categories
Category Description          ADHESIVES
Type                          E

Packaging
Carton 1
Weight Per each 0.34

Uses, Certifications, and Standards
Application                   For Copper To Copper


