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Wiede | URDA0404020PCS 4/0-4/0-4/0-2/0 Urd Wake Forest Alu PCS

% - King Wire Inc.

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Water Resistant

Descriptions
Additional Information

Description

Manufacturer Information
Brand

URD40404020PCS

King Wire Inc.

Service Entrance Cable, Flame Retardant;Sunlight Resistant
Additional Information, Ground Service Entrance and Interior
Wiring Application Application, Aluminum Alloy Conductor
Material, 4/0-4/0-4/0-2/0 Awg Conductor Size, 19/1.443 Core
Strands, 205 A Current Rating, Polyethylene Insulation Material,
Metal Free Polyvinyl Chloride (PVC) Jacket Material, Made In Usa,
+90 °C Maximum Operating Temperature, 3 - Conductors, 19
(Equipment Ground Conductor);19 (Phase Conductors) - Strands,
1.443 In Outside Diamete

1.0 (Ibs/ft)

Aluminum-Ser /NS-1/NS-2

Yes

wet rated
Wet
4/0-4/0-4/0-2/0 URD WAKE FOREST ALU PCS

Aluminum

Taxonomies, Classifications, and Categories

Category Description

Packaging
Carton
Weight Per foot

Direct Burial Wire

1.0139



